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HYDAHEAT
SUPER LOW

PROFILE SYSTEM

Ultra-Low Build-Up Underfloor Heating Solution

for Renovation & Retrofit Projects

WHAT IS THIS
PRODUCT?

The Hydaheat Super Low
Profile System is a specially
designed underfloor heating
panel that allows warm water
underfloor heating to be
installed with minimal floor

WHAT DOES
IT DO?

The panel securely holds
underfloor heating pipe
while creating an efficient
heat transfer layer.

Once covered with a low-

profile screed or tile

WHY DOI

NEED IT?
Traditional underfloor
heating systems often
require thick screeds and
significant floor build-up.
The Hydaheat Low Profile
System provides all the

HOWISIT
MADE?

The pipe consists of

five layers: PE-RT inner
layer, adhesive layer,
aluminium core, adhesive
layer and PE-RT outer
layer. The aluminium

IDEAL
APPLICATIONS

Perfect for renovations,
retrofits, extensions,
apartments, timber
floors, heat pump
systems and properties
where floor height is

height increase. It is designed adhesive, it delivers fast, benefits of underfloor layer helps the pipe keep limited.
for 12mm pipe and is ideal even and energy-efficient heating while keeping its shape and prevents
where floor levels are heating throughout floor height increases to oxygen entering
restricted. the room. a minimum, making it the system.
perfect for renovation
projects.
KEY BENEFITS SYSTEM FEATURES WHERE CAN IT BE USED?
@ Ultra-low floor build-up to 15mm @ Pipe retention clips secure pipework firmly in place @ Underfloor heating systems
@ Designed for 12mm underfloor heating pipe @ Purpose-designed supports improve screed and @ Heating systems
@ Fast heat-up times adhesive bending © Cooling systems
@ Excellent heat distribution @ Snap clips connect panels together © Industrial facilities
@ Compatible with heat pumps @ Built-in break points allow easy cutting B Snonlandies meting systoms
© Easy installation @ Optional high compressive strength insulation backing © Floor, wall and csiling
@ Interlocking panel design @ Slide and lock panel connection system heating systems
@ Can be used beneath tiles, vinyl and @ Uiltra-low profile design

laminate flooring

HOW IT WORKS TECHNICAL INFORMATION FLOOR BUILD-UP
The panels are laid directly onto the ?ubﬂr_:or S T Ultra-low build-up 2 0
and connected together. 12mm heating pipe from approx. I I " I I
is pressed into the retention clips before a Panel Size &00mm x 600mm
low-profile screed is applied. The finished
. ; Pipe Size 12mm
systemn provides excellent heat output while
keeping floor height increases to a minimurn. Minimum Floor Build-Up ~ Approx. 15mm

Suitable Flooring Tile, Vinyl, Laminate, Carpet

- Application Low Profile Screed Systems
2]

b Suitable For New Build & Retrofit Projects
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